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Every Cell Matters!

Logos Biosystems' new LUNA-FX7™ Automated Cell Counter

A busy Bio-Lab needs an efficient Cell Counter

Unmatched cell counting accuracy  

 All-new optics

 Increased counting volume for the lowest CV per count

 Multichannel pipette-compatible 8-channel slides

 Fast and precise autofocus

 More robust and sophisticated counting algorithms

 Customizable cell-detection protocols

Optimized for bioprocess production applications

 Quality control and validation software

 Range of standard validation slides

21 CFR Part 11 ready

 User access and rights management

 Online data storage and control

 Encrypted electronic records

THE END TO THE ACCURACY DEBATE.
Sample size counts. The effect of cell counting volume on accuracy is easily 

overlooked. Most automated cell counters are designed to detect cells in 0.5 µL, 

roughly the equivalent of five squares on a traditional hemocytometer. 

The LUNA-FX7™ has an unmatched maximum counting volume of 5 µL, which 

means lower error and % CV for each count. 

This also means the LUNA-FX7™ has a larger dynamic range and can accurately 

count cells in even dilute samples – without having to concentrate cell samples.

MULTIPLE SAMPLES IN ONE GO. 
The LUNA-FX7™ gives you the flexibility to analyze more than one sample at a time . Use your multichannel pipette to load up our new 3-or 

8-channel slides to process multiple samples simultaneously. The LUNA-FX7™ is also compatible with our standard 2-channel LUNA™ 

Cell Counting Slides and PhotonSlides™. Unlike our classic models, the LUNA-FX7™ can count both chambers without needing to remove and 

reinsert the slide.

All new optics.

The largest counting volume for unmatched cell counting accuracy. 

Multichannel pipette-compatible 8-channel slides. Fast and precise autofocus. 

Dual �uorescence and bright�eld illumination. Quality control and validation software. 

Optimized for bioprocess production. 21 CFR Part 11 ready. 

Compatible slides

Sample throughtput Up to 8 samples

LUNA™
8-Channel Slides

LUNA™
3-Channel Slides

LUNA™
Cell Counting Slides / 

PhotonSlides™

LUNA™
Reusable Slides

10 µL / chamber

0.5 µL / chamber

Up to 3 samples

10 µL / chamber

1.3 µL / chamber

LUNA™
1-Channel Slides

1 sample

50 µL

5 µL

Up to 2 samples

10 µL / chamber

1.3 µL / chamber

1 sample

10 µL

1.3 µL

Sample loading volume

Maximum analysis volume
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